FIGURE 6.4-1
SEISMIC ZONATION MAP OF WESTERN UNITED STATES

Legend

□ ADDITIONAL HORSEPOWER COMRESSOR STATION

LOOP C

Note: Zone 4 has highest risk, zone 0 has lowest risk.

Source: International Congress of Building Officials, 1988
Uniform Building Code
FIGURE 1.2-1
TYPICAL RIGHT-OF-WAY CROSS-SECTIONS FOR PIPELINES

KEY:
- PROPOSED PIPELINE
- EXISTING PIPELINE
- ROW RIGHT-OF-WAY

NOT TO SCALE
CONSTRUCTION TECHNIQUES:
- CROSS SECTION I IN APPENDIX I
- FENCE CONSTRUCTION ROW
- REDUCE CONSTRUCTION ROW TO 45 FEET OR LESS.
- USE STOVE PIPE OR DRAG-SECTION CONSTRUCTION.
- PROVIDE ALTERNATIVE SEPTIC TREATMENT DURING CONSTRUCTION AND REPAIR AND RESTORE SEPTIC SYSTEM.

FIGURE 8.2-1

NAME OF APPLICANT

RESIDENTIAL CONSTRUCTION TECHNIQUES

RESIDENTIAL SITE
DATE: 06/14/93
LOCATION: MONNER ROAD

0
SCALE IN FEET
100

2475.0-9
GEC-1

2-65